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SPECIFICATIONS ARE SUBJECT TO VERIFICATION BY PURCHASER.

BY-286
2017 King Air 250
Registration number: N317PB

© 2024 Textron Aviation Inc. All rights reserved.

A IRCRAFT LISTING MANAGED BY TEXTRON AVIATION ON BEHALF OF AIRCRAFT OWNER
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TOTAL TIME: 1758.9 Hours / 1494 Landings as of Sept. 17, 2024
LEFT ENGINE: 1758.9 Hours / 1494 Cycles 
RIGHT ENGINE: 1758.9 Hours / 1494 Cycles 
LEFT PROPELLER: 189.6 Hours 
RIGHT PROPELLER: 189.6 Hours

STANDARD EQUIPMENT:
– Pro Line Fusion Avionics System
– Pro Line Fusion radios with dual COM, dual NAV, dual audio control panels,  

single DME
– Dual Collins (Mode S) TDR-94D transponders with Flight ID and ADS-B Out 

Compliant with DO-260B Standard
– Collins TWR-850 Weather Radar
– Dual Pro Line Fusion FMS with WAAS/LPV approach functionality
– L3 Communications FA2100 Cockpit Voice Recorder
– L3 Communications Skywatch TCAS I
– ACSS TAWS+
– Pro Line Fusion Synthetic Vision Technology (SVT)
– L3 Communication GH-3900 ESIS
– Artex C406N Three Frequency ELT
– Integrated Electronic Charts (Subscription Required)

– Lightweight Composite Winglets
– RVSM Capable

CABIN: 
– Cabin seating for six
– Left-hand forward refreshment center
– Two executive tables
– Right-hand aft belted flushing toilet
– 110 VAC outlets

INTERIOR:
Parchment Package in Overall Beige with Premier Ebony laminate cabinetry  
and Polished Aluminum hardware.

EXTERIOR:
Overall Matterhorn White with Silver Platinum, Black, and Toreador Red base  
and stripes.

OPTIONS INSTALLED
– Collins XM GWX-3001 Satellite Graphical Weather (Continental U.S. Coverage Only)

– Removable Aft Fold Up Seats – Left & Right Side STC SA00635WI
– Manual Widow Shades
– 5 Bladed MT Propellers


